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Specification and Schedule of Prices

Industrial Air Diffuser Type DLD
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	Qty.
	Description
	Unit Price
in €
	Total price
in €

	
	Industrial air diffuser for heating and cooling halls at installation heights 
of 3 to 12 m.
Cooling:

In the cooling mode, the air is blown out horizontally. Through broad radial spreading of the cold air, drafts in the occupied space are avoided.
Heating:

In the heating mode, the air is discharged downwards into the occupied zone.
In case of large installation heights, huge excess temperatures of the supplied air during heating or small volume flow rates and low installation heights, the increased flow impulse is achieved by opening a nozzle pointing downward.

The penetration depth is infinitely variable depending on the temperature difference between supply and ambient air, thus ensuring an excellent air exchange in the zone close to the floor.

Diffuser comprising of:

Cylindrical perforated sheet jacket with deflection plate and diffuser head with integrated nozzle including a honeycomb rectifier for unifying the flow pattern when bends are connected in line

Sizes:

o
400 mm Ø
o 
500 mm Ø
o 
630 mm Ø
Suspension height:
o
H = heigh
(5-7 m or 9-12 m resp.)

o
N = low 
(3-5 m)

Installation:
o
W = wall/column mounting 
(diffusion angle: 180°)

o
F = freely suspended 

(diffusion angle: 360°)
Manufacturer:

LTG Aktiengesellschaft

Series: 


Industrial Diffuser

Type :


DLD
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	Variants:

Duct connection:
o
M
= metu (recommended standard)


o
S
= plug connector


o
F
= flanged connection

Adjustment:
o
m
= manual


o
p
= pneumatic (0.2..1.0 bar)


o
e
= electrical (0...10 VDC)

Surface finish:
o
V
= galvanized


o
P
= powder coated similar to RAL

Nozzle jacket:
o
J
= with


o
O
= without

Accessories/special version (optional, at extra charge):
· Air guide control unit Type LSE suitable for max. 10 DLD...../e 
for connection to 24 V ~ power supply, w/o transformer, 
w/o distributor, w/o temperature probe, w/o manual control unit.

· Manual control unit suitable for LSE in IP 65 casing.

· Air control unit, transformer and distributor in IP 65 casing, 
suitable for max. 4 DLD .../e for connection to 230 V ~ power supply,
w/o temperature probe, w/o manual control unit.

· Complete control unit for DLD.../e comprising of:
air guide control unit, transformer and distributor in IP 65 casing, 
suitable for 4 DLD .../e, 
for connection to 230 V ~ power supply, with room temperature and duct temperature probe including IP 65 manual control unit, however w/o wiring between temperature probe and controller or between manual control unit and controller, respectively. 
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